Assembly Instructions & Owners Manual
Assembly Notes
- Assembly may vary between different models. Most models require the handlebar assembly to be attached
to the frame. The frame on some models are complete while others may require an additional fixing point.
To assemble
- Remove the bolt from the steering column.
- Align the handlebar assembly with the steering column and insert the large bolt from the top. Screw the bolt
in using an allen key then fix the nut on the end of the bolt and tighten with a spanner.
- If the model you are assembling requires an additional fixing point align the parts, insert one of the 4 bolts
from the top insert a washer and nut then lightly tighten. Continue inserting and loosely tightening the
remaining 3 bolts, washers and nuts. Now ensure the parts are properly aligned and tighten the 4 nuts.
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Safety Notes
- Always ensure safety and suitability of the area before riding. Do not ride near sloping ground, bodies of
water, roads, uneven surfaces or any other dangerous areas.
- To be only used under adult supervision.
- Ensure closed-in footwear is worn at all times by the rider, passengers & others in the vicinity of where the
trikes are used.
- Carefully check before each use that all nuts, bolts and screws are correctly tightened, hand grips are firmly
attached and there is no damage to any other part of the trikes.
- Wear a helmet for safety.
- Maximum bearing weight load is 25kg.
- Recommended rider age 3-8 years.
Maintenance Notes
- Periodically wipe clean with a damp cloth to keep clean.

